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seca 645
Wireless multifunctional 
handrail scales 

• Stable railing provides 

 support during weighing. 

• Extremely flat, large platform.

• High capacity.

• BMI function.

EMR-integrated



Stable railing to support 
patients during weighing.

The seca 645 gives its users a unique
advantage: the tough and fi rmly installed 
railing provides the patient with a safe 
handhold before, during and after weighing. 
This, of course, means that the strain on 
the nursing staff is considerably relieved 
making it so much easier for them to attend 
to their patients.

seca 645 

Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• Dimensions (WxHxD): 
 640 x 1,150 x 660 mm
• Dimensions platform (WxHxD): 
 600 x 55 x 600 mm
• Weight: 25.4 kg
• Power supply: Power adapter,
 rechargeable batteries
• Functions: TARE, pre-TARE, HOLD, Auto-HOLD,  
 BMI, Auto-CLEAR, auto weighing range switch- 
 over, damping, automatic switch-off, SEND/PRINT
• Optional: measuring rod seca 223
•  RS232 compatible
• Approval class: 
• System compatible with: 360° wireless printer  
 advanced seca 466, 360° wireless printer 
 seca 465, 360° wireless USB adapter seca 456,  
 software seca analytics 115 and seca emr flash 101,  
 stadiometer seca 274 or seca 264

seca 645:
Optimum stability.

T he diagnosis and therapy of disabled or heavy patients calls for products which 
meet specifi c requirements. The seca 645 hand rail scale has been especially 

designed for use in hospitals, rehabilitation centers, nursing homes as well as in 
dialysis centers. The seca 645 helps to make everyday medical life a little easier.
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Especially fl at, large platform.

The non-slip platform with a height of only 
55 mm makes the scale easy to mount – even 
for older patients and orthopedic patients. 
A further advantage: a chair can be placed on 
the generously dimensioned platform so that 
patients can be weighed while sitting down. 
The weight of the chair can fi rst be stored with 
the pre-TARE function and then automatically 
deducted from the measured weight of the 
patient and chair.

Easy to fold together 
and transport.

With a capacity of 300 kg, the seca 645 is 
ideal for weighing heavy patients. When fi tted 
with the optional seca 223 measuring rod, the 
height of the patient can also be determined 
during the weighing process. With the BMI 
function capability, one can determine the 
ratio of the weight to the height at the touch 
of a button, thus supplying objective data on 
the nutritional.

seca gmbh & co. kg • Hammer Steindamm 3 – 25 • 22089 Hamburg • Germany • Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • www.seca.com

Easy to transport and non 
reliant on mains supply.

Thanks to its rubber wheels, the hand rail 
scale seca 645 can easily be moved around 
the ward to each patient. This mobility is also 
enhanced by the fact that the scale can be 
supplied by power from either power adapter 
or rechargeable batteries. 
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Paperless and error-free 
wireless transmission of 
measurements.

With the seca 360° wireless technology, the 
seca 645 can transmit measurements to the 
optional seca 360° wireless digital printer. 
With the network-capable software solutions 
seca analytics 115 or seca emr fl ash 101 
and wireless USB adapter seca 456, your PC 
can receive and analyze measurements and 
forward them to an Electronic Medical Record 
(EMR) system. The seca 645 is EMR inte-
grated, ready to handle digital patient records 
and all the demands the future will bring. 
For more information about EMR integration, 
visit: www.seca.com.

deducted from the measured weight of the 
patient and chair.

Since the 
handrail is part 
of the weight-
sensitive area, 
measurements 
are extremely 
accurate even 
if the patient 
supports him-
self on it.

The optional measuring 
rod permits weighing and 
measuring in one step.

The display can
be rotated in every
direction.



• Especially spacious platform

 for all common roll-in systems.

• Stable construction with

 very high capacity.

• Transportable due to castors  

 and integrated handles.

• Innovative memory function  

 for determining precise weight 

 of patient.

seca 657 r
For RFP-2015-EQ-0001
platform scale with innovative
memory function 

• Especially spacious platform

for all common roll-in systems.

• Stable construction with

very high capacity

• Transportable due to castors  

 and integrated handles.

• Innovative 

 for determining precise weight 

 of patient.
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Stable construction with 
very high capacity.

Thanks to its extremely stable construction
and very high capacity of 300 kg, even 
heavyweight patients can be weighed easily 
with the platform scale 657 r. The platform is 
generously sized to cope with wheelchairs 
and all common roll-in systems and stretch-
ers on undercarriages.

Castors and integrated 
handles for transport.

The seca 657 r is a very versatile scale as 
it is easy to move around on its smooth-
running castors with the aid of the integrated
handles.

Cable remote display with 
many additional functions.

Included in delivery is the cable remote 
display with easy to read LCD fi gures. 
It can be mounted on a table or hung on 
a wall at eye level. The display can be oper-
ated intuitively and is equipped with many 
intelligent functions: Thanks to the HOLD 
function, the patient can fi rst be attended 
to before the result is noted. The innovative 
memory function of the seca 657 r is particu-
larly practical – for example in the casualty 
department before an operation: the total 
weight of the patient including stretcher or 

The integrated
fold-away ramp 
locks into place for 
troublefree transport.

seca 657 r:
Precision weighing in all situations.

Emergency admission to hospital – everything has to happen very quickly. 
Especially when an operation is necessary and the patient’s weight must be 

determined in order to ensure the correct dose of anaesthetic. The weighing of 
patients on stretchers or gurneys in this or in less dramatic situations is no problem 
with the seca 657 r: the platform is large enough for all common gurneys or stretchers 
on undercarriages. And, of course, patients can also be weighed comfortably on a 
chair or in a wheelchair with this platform scale. The seca 657 r is thus suitable for use 
in the dialysis sector and in old people’s and nursing homes.
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wheelchair is fi rst determined. After again 
weighing the stretcher or wheelchair the net 
weight of the patient appears automatically. 
With the pre-TARE function, the additional 
weight of auxiliary aids can also be deducted 
from the total weight while actually weigh-
ing the patient. And, fi nally, the individual 
nutritional condition of the patient can be 
ascertained with the aid of the BMI function.

With its transport
castors and steering
castor, the seca 657 r
can be maneuvered
easily.
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seca 657 r 

Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• TARE-range: 300 kg
• Dimensions (WxHxD): 
 893 x 87 x 1,655 mm
• Display (WxHxD) : 
 198 x 55 x 157 mm
• Dimensions/platform (WxHxD): 
 760 x 55 x 1,465 mm
• Weight: 46.2 kg
• Power supply: Power adapter
• Functions: TARE, pre-TARE, HOLD, BMI,
 weighing range switch-over, damping
• RS232 interface integrated
• Delivered with stand for cable remote  
 display seca 472
• Approval class: 

seca gmbh & co. kg • Hammer Steindamm 3 – 25 • 22089 Hamburg • Germany
Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • info@seca.com • www.seca.com
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seca 665
Wireless electronic 
wheelchair scale 

• High capacity.

• Flat platform with 

 self-lowering ramp.

• Integrated pre-TARE function.

• Easy to fold together 

 and transport.

• High capacity.

• Flat platform with 

 self-lowering ramp.

• Integrated pre-TARE function.

• Easy to fold together 

 and transport.

EMR-integrated



High capacity and easy to 
mount ramp.

Due to the scale’s load-bearing capacity 
of 300 kg, weighing even heavy wheelchair 
patients is effortless with the seca 665. 
An extremely fl at platform with an automati-
cally lowered ramp ensure that the scale 
is easy to mount. The fi rmly installed side 
rails and a black ribbed rubber surface are 
additional safety features.

seca 665 

Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• Dimensions (WxHxD): 1,102 x 912 x 1,150 mm
• Dimensions/platform (WxHxD): 
 800 x 55 x 965 mm
• Weight: 33.4 kg
• Power supply: power adapter, 
 rechargeable batteries
• Funciones: TARE, pre-TARE, HOLD, auto-HOLD,  
 BMI, auto-CLEAR, auto weighing range switch- 
 over, damping, automatic switch-off, SEND/PRINT
• RS232 compatiblev
• Approval class: 
• System compatible with: 360° wireless 
 printer advanced seca 466, 360° wireless 
 printer seca 465, 360° wireless USB adapter 
 seca 456, software seca analytics 115 and
 seca emr flash 101, stadiometer seca 274 
 or seca 264

seca 665:
Real comfort due to concentration 
on the essentials

S afety, functionality, aesthetic design the seca 665 sets standards in medical 
weighing. Specially designed for weighing patients in wheelchairs, in rehabili-

tation centres, old people’s homes, in hospitals and in dialysis centres, this scale 
provides both its users and patients maximum comfort and safety.
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Integrated pre-TARE function.

With the pre-TARE function, the weight of the 
wheelchair can fi rst be stored. Then, at the 
touch of a button, the weight of the wheel-
chair can be deducted from the total weight of 
the patient and wheelchair, thus automatically 
calculating the weight of the patient.
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Easy to fold together 
and transport.

A rotatable LCD display with large fi gures is 
easy to read both for the patient and for the 
carer. An important additional advantage is 
the mobility of the scale: the seca 665 can be 
folded together in no time at all and pushed 
along on its transport castors.

touch of a button, the weight of the wheel-
chair can be deducted from the total weight of 
the patient and wheelchair, thus automatically 
calculating the weight of the patient.

The seca 664 simply folds up 
and moves easily across the 
fl oor on castors.

The platform‘s side rails 
keep a wheelchair safe
and secure.

Paperless and error-free 
wireless transmission of 
measurements.

With the seca 360° wireless technology, the 
seca 665 can transmit measurements to the 
optional seca 360° wireless digital printer. 
With the network-capable software solutions 
seca analytics 115 or seca emr fl ash 101 
and wireless USB adapter seca 456, your PC 
can receive and analyze measurements and 
forward them to an Electronic Medical Record 
(EMR) system. The seca 665 is EMR inte-
grated, ready to handle digital patient records 
and all the demands the future will bring. 
For more information about EMR integration, 
visit: www.seca.com.
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seca 675
Electronic platform 
scales 

• Generously sized platform 

 and very high capacity.

• Suitable for weighing persons 

 in a wheelchair or on a chair.

• Flexible cable remote display.

• Transport castors.



Easy to transport.

Despite its size, the seca 675 is amazingly 
easy to handle. When upright, the scale can 
be moved easily on castors and steered by 
means of the integrated handle. This feature 
makes the seca 675 suitable for mobile use.

Large platform with high 
load-bearing capacity.

Simply weigh the wheelchair too: The over-
sized non-slip platform of the seca 675 offers 
plenty of space for all conventional wheelchair 
models. For patients who have trouble stand-
ing, a chair can be placed on the scale – com-
fort and convenience that cannot be weighed. 
The pre-TARE function simply subtracts the 
added weight of the chair or wheelchair and 
provides the weight of the patient alone. 
Thanks to its high load-bearing capacity of 
300 kg, the scale is perfectly suited for use 
by seriously overweight persons. The ramp 
seca 470 is included in standard delivery. 

seca 675 

Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• Dimensions (WxHxD): 
 904 x 70 x 1,064 mm
• Dimensions/platform (WxHxD): 
 800 x 55 x 965 mm
• Weight: 27 kg
• Power supply: power adapter
• Functions: TARE, pre-TARE, HOLD, 
 auto-HOLD, BMI, auto-CLEAR, 
 auto weighing range switch-over, 
 damping, automatic switch-off
• Optional: stand for cable remote display 
 seca 472, second ramp seca 470
• Approval class: 

seca 675:
Weighing without restrictions

Special situations demand special scales. Not every patient can step 
onto a scale quickly and easily. Most of all, patients with limited mobility 

or in wheelchairs and weak or seriously overweight persons need the help of 
a convenient scale like the seca 675. The platform scale serves a wide range 
of patients and eases the routine work of doctors and nurses. 
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Stand for cable remote 
displays of seca scales
and measuring rods.

A ramp for easy
roll-on of wheelchair
is included in delivery.

Versatile wired remote display.

Because the display element of the seca 675
is connected to the scale by means of 2.30 m 
long cable, it can be positioned where the 
user can most easily read the results. 
A wall mounting is also included in the stan-
dard delivery. 
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Optional: non-slip base.

The seca 472 stand is the stable solution 
for cable remote displays of seca 675. 
The stable construction with non-slip rubber 
feet replaces the former model on transport 
castors and can be positioned everywhere 
quickly and securely. The display element can 
easily be attached to the stand by means of 
a stable bracket. The height of the display is 
continuously adjustable up to 100 cm.
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seca 677
Wireless wheelchair scales
with handrail and transport 
castors 

• Generously sized platform.

• Very stable railing as 

 standing aid. 

• Foldable and mobile.

• Space-saving.

• Pre-TARE function with 

 three memory cells.

• At the press of a button 

 measured results can 

 be transmitted wirelessly 

 to a seca wireless printer 

 or a PC.

• Generously sized platform.

• Very stable railing as 

 standing aid. 

• Foldable and mobile.

• Space-saving.

• Pre-TARE function with 

 three memory cells.

• At the press of a button 

 measured results can 

 be transmitted wirelessly 

 to a seca wireless printer 

 or a PC.

EMR-integrated



Generously sized platform and
stable railing.

Thanks to its especially large, non-slip 
platform and robust rail, the seca 677 is very 
versatile. On the one hand, patients can be 
weighed sitting in a wheelchair or on a chair. 
On the other hand, people who are fragile or 
can only walk with great diffi culty are able to 
support themselves.

Foldable, mobile and
space-saving. 

After weighing, the seca 677 can be folded 
together in no time at all to save space. 
The sturdy locking device between rail and 
platform ensures the scale stands safely also 
when folded together. The rail also serves 
as handle when the scale is folded together, 
meaning that the seca 677 can be moved 
and stored away easily and quickly on the 
smooth-running transport castors.

seca 677:
Safe weighing – even when standing 
is diffi cult. 

I t is good when one is physically fi t and mobile. But unfortunately not everyone is: 
many people fi nd it increasingly more diffi cult to walk and stand when they get old. 

Many suffer from metabolic illnesses such as diabetes and often suffer from overwei-
ght as a result. Old and young alike suffer injuries such as, for example, a broken bone; 
women are strongly impeded in the last months of a pregnancy. Hospitals, surgeries, 
rehabilitation centres as well as geriatrics and nursing homes must be prepared for all 
these handicaps. And they are – with the wheelchair scale seca 677. 

Intelligent functions for
comfortable weighing.

The swivel-mounted display at hip level 
ensures comfortable operation for doctors 
and carers. After having been weighed, the 
patient can fi rst be attended to without any 
stress as the weight is stored by the HOLD 
function. The additional weight of all aids used 
such as chair or wheelchair can be deducted 
at the touch of a button with the aid of the 
TARE function. The scale has memory cells 
for storing three additional weights and the 
height of three persons. The BMI function 
provides information on the individual nutri-
tional condition of the weighed person.
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seca 677 

Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
•  TARE range: 300 kg
•  Dimensions (WxHxD): 920 x 1,120 x 1,150 mm
•  Platform (WxHxD): 800 x 55 x 965 mm
•  Weight: 38 kg
•  Power supply: Power adapter
• Data transmission: 
 seca 360° wireless technology
•  Functions: TARE, Pre-TARE, HOLD, 
 Auto-HOLD, BMI, Auto-CLEAR, 
 auto weighing range switch-over, 
 damping, SEND/PRINT
•  RS232 compatible
• Approval class:

 


• System compatible with: 360° wireless printer  
 advanced seca 466, 360° wireless printer 
 seca 465, 360° wireless USB adapter seca 456,
 software seca analytics 115 and seca emr 
 flash 101, stadiometers seca 274 or seca 264

The scales can
be folded for easy
transport

Integrated ramp
folds up for troublefree
transport.

Paperless and error-free wireless 
transmission of measurements.

With the seca 360° wireless technology the 
seca 677 can transmit measurements to 
the optional seca 360° wireless printer. With 
the network-capable software solutions seca 
analytics 115 or seca emr fl ash 101 and wireless 
USB adapter seca 456, your PC can receive and 
analyze measurements and forward them to an 
Electronic Medical Record (EMR) system. Thus 
the seca 677 is EMR integrated and ready to 
handle digital patient records and all the demands 
the future will bring. More information about EMR 
integration is at www.seca.com.

seca gmbh & co. kg • Hammer Steindamm 3 – 25 • 22089 Hamburg • Germany • Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • www.seca.com

pr
od

uc
t s

he
et

  
 s

ec
a 

67
7



pr
od

uc
t s

he
et

  
 s

ec
a 

68
5

seca 685
Wireless multifunctional 
scales 

• Safe weighing of standing, 

 sitting or wheelchair patients.

• Large, easy to access platform.

• Wheel barrier provides 

 extra safety.

• Easy to read display.

• TARE, Auto-HOLD and 

 damping function.

• Mobile due to integrated 

 transport castors.

• At the press of a button 

 measured results can 

 be transmitted wirelessly 

 to a seca wireless printer 

 or a PC.

EMR-integrated
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Safe weighing of standing, 
sitting or wheelchair patients.

On this scale patients can stand aided by a 
stable handrail, sit on the integrated folding 
seat, or remain in a wheelchair on the large 
platform (800 x 840 mm). When standing, 
a stable handrail provides a safe hold for 
unstable patients. When sitting, a comfortable 
seat for minimally ambulatory patients can be 
raised and lowered with one hand. Special at-
tention was given to making the scale easy to 
access, and a stop barrier for the front wheels 
of the wheelchair provides additional safety.

TARE, auto-HOLD and 
damping function.

TARE and Pre-TARE functions enable 
reliable net weight determination in spite of 
added weight, for example by deducting the 
known weight of a wheelchair. The practical 
Auto-HOLD function shows the weight 
even after the patient has left the scale. 
Damping compensates for small movements 
to give precise results. The weight is always 
easy for patient and caregiver to read from 
the swiveling display mounted at convenient 
hip level.

Useful details for perfect 
handling.

The non-slip rubber coating and handrail 
add safety, while integrated transport castors 
make the scale easy to move. 

seca 685 

Technical data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• Dimensions (WxHxD): 
 910 x 1,100 x 1,064 mm
• Dimensions platform (WxHxD): 
 800 x 50 x 840 mm
• Weight: 59.5 kg
• Functions: TARE, Pre-TARE, HOLD, 
 Auto-HOLD, BMI, Auto-CLEAR,
 auto weighing range switch-over, 
 damping, SEND/PRINT
• RS232 compatible
• Power supply: Power adapter
• Data transmission: 
 seca 360° wireless technology
• Including ramp seca 470
• System compatible with: 360° wireless printer 
 advanced seca 466, 360° wireless printer 
 seca 465, software seca analytics 115 and 
 seca emr flash 101, 360° wireless USB adapter 
 seca 456, stadiometers seca 274 and seca 264

seca 685:
Weighing without restrictions.

T he new multifunction scale seca 685 is seca’s jack-of-all-trades. Due to its 
many functions, this scale is ideal for use in hospitals, general medicine, 

nephrology and youth medicine as well as in nursing homes. We have addressed 
the many needs of daily medical life through sophisticated and functional design. 
The result? A scale that makes your work easier, every day.

Patient can stand or sit when being weighed.

Thanks to the integrated ramp, a wheelchair rolls 
easily and comfortably onto the platform.

Paperless and error-free wireless 
transmission of measurements.

With the seca 360° wireless technology the 
seca 685 can transmit measurements to 
the optional seca 360° wireless printer. With 
the network-capable software solutions seca 
analytics 115 or seca emr fl ash 101 and 
wireless USB adapter seca 456, your PC can 
receive and analyze measurements and forward 
them to an Electronic Medical Record (EMR) 
system. Thus the seca 685 is EMR integrated 
and ready to handle digital patient records 
and all the demands the future will bring. 
More information about EMR integration is at 
www.seca.com.

seca gmbh & co. kg • Hammer Steindamm 3 – 25 • 22089 Hamburg • Germany • Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • www.seca.com
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seca 956
Chair scales for weighing 
while seated 

• The simple solution for

 disabled people.

• Fold-up armrests and 

 swiveling footrests make 

 sitting down easy.

• Brakes on wheels for

 secure stance.

• Intuitive operating elements

 simplify use. 

• All essential functions

 for maximum usage.



TARE and HOLD.

Of course the seca 956 is also equipped with 
the important TARE function which allows 
every newly added weight to be ascertained 
separately and the HOLD function which lets 
medical personnel take care of the patient 
fi rst and read out the results later. All these 
advantages plus well-known workmanship 
and durability make the scale a genuine seca  
product. It fulfi lls all the expectations people 
have of the world leader in medical weighing 
and measuring.

Everything that counts.

With a capacity of 200 kg and a graduation 
of 100 grams, the seca 956 fulfi lls all basic 
medical standards. Added to that are the 
typical seca advantages such as fold-up 
armrests and swiveling footrests, secure 
wheel brakes, an ergonomically shaped seat 
and smoothrunning rollers, which, together 
with the ergonomically shaped handle, 
make it very simple to push the chair scale.

seca 956 

Technical Data
• Capacity: 200 kg
• Graduation: 100 g
• Dimensions (WxHxD): 
 563 x 897 x 956 mm
• Weight: 22.4 kg
• Power supply: batteries
• Functions: TARE, HOLD, 
 automatic switch-off
• Approval class: 

seca 956:
Relief for patient and 
medical personnel.

S tanding on a scale is a problem for physically disabled or older people. 
Chair scales are of great assistance to patients and medical staff in nursing 

homes, hospitals, geriatric and orthopedic departments. The new seca 956 
offers a sound, user-oriented solution with all the functions that a good chair 
scale should offer.
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Simple operation.

Thanks to the fold-up armrests and footrests, 
elderly and heavy patients can take a seat on 
the scale easily and comfortably. It is just as 
easy for personnel to use the scale because 
the batteries eliminate the need for connection 
to an electrical outlet and keep on working 
through up to 4,000 weighings. No time is lost 
to a learning curve. A user can operate the
scale intuitively. The display elements are 
conveniently located in the handle.

The new ergonomic
handle makes scale
easier to push.

To make sitting down and
standing up more convenient, 
the armrests and footrests 
fold up out of the way.

The practically positioned display is easy to use.

seca gmbh & co. kg • Hammer Steindamm 3 – 25 • 22089 Hamburg • Germany • Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • www.seca.com



We have a good message for you. 
                                  Your label is here!

We are glad that you have decided to personalize your new seca scale. This underlines the  
significance of the doctor’s scale and gives additional trust in the precision of the measuring 

results to patients. If you wish to renew your message, you can easily exchange the label again. 
Just go to: www.seca.com/doctorscale.
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seca 201 & seca 203 
Ergonomic  
Measuring Tape

• Retractable measuring tape for  

 precise body measurements.

• WHR calculator for quick  

 determination of body  

 fat distribution (only 203).

• WHR scale of metal  

 for long life (only 203).

new
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Millimeter graduation for 

accurate measurements.

seca 201 & seca 203:  
 Two high-quality  
 medical products.

I n the seca 201 and 203 you‘ve found exactly the right products  

if you‘re in search of a measuring tape that is clearly a cut above the 

rest. Or if you‘re looking for a measuring tape with millimeter markings 

that can accurately measure to five millimeters.    

seca 201:

The seca 201 is a true medical product. 

It‘s very easy to pull out the tape, which 

just as easily clicks back into place. 

Handling is extraordinarily convenient. 

Made of durable materials, the scale  

features a tape with a top measurement 

of 205 centimeters and its own low 

weight of only 55 grams.

seca 203:

The seca 203 also has an extra instru-

ment to calculate the Waist-to-Hip Ratio 

(WHR). This ratio is an indirect method 

of determining the amount of fatty tissue 

in the abdomen and consequently, the 
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seca 203: 

Display to determine 

body fat distribution. 

seca 201: 

High-quality  

materials for precise 

functionality. 

distribution of fat reserves. The high-

quality scale is made of metal so that 

you‘ll be able to depend on this valuable 

additional function for a long time. 

seca 201& seca 203 

Technical Data
seca 201:

• Measurement range: 205 cm

• Division: 1 mm

• Diameter: 70 mm

• Height: 22 mm

• Weight of device: about 55 g

seca 203:

• Measurement range: 205 cm

• Division: 1mm

• Diameter: 70 mm

• Height: 28 mm

• Weight of device: about 75 g

• Function: WHR calculator
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seca 201 & seca 203 
Ergonomic  
Measuring Tape

• Retractable measuring tape for  

 precise body measurements.

• WHR calculator for quick  

 determination of body  

 fat distribution (only 203).

• WHR scale of metal  

 for long life (only 203).

new
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Millimeter graduation for 

accurate measurements.

seca 201 & seca 203:  
 Two high-quality  
 medical products.

I n the seca 201 and 203 you‘ve found exactly the right products  

if you‘re in search of a measuring tape that is clearly a cut above the 

rest. Or if you‘re looking for a measuring tape with millimeter markings 

that can accurately measure to five millimeters.    

seca 201:

The seca 201 is a true medical product. 

It‘s very easy to pull out the tape, which 

just as easily clicks back into place. 

Handling is extraordinarily convenient. 

Made of durable materials, the scale  

features a tape with a top measurement 

of 205 centimeters and its own low 

weight of only 55 grams.

seca 203:

The seca 203 also has an extra instru-

ment to calculate the Waist-to-Hip Ratio 

(WHR). This ratio is an indirect method 

of determining the amount of fatty tissue 

in the abdomen and consequently, the 
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seca 203: 

Display to determine 

body fat distribution. 

seca 201: 

High-quality  

materials for precise 

functionality. 

distribution of fat reserves. The high-

quality scale is made of metal so that 

you‘ll be able to depend on this valuable 

additional function for a long time. 

seca 201& seca 203 

Technical Data
seca 201:

• Measurement range: 15 - 205 cm

• Division: 1 mm

• Diameter: 70 mm

• Height: 22 mm

• Weight of device: about 55 g

seca 203:

• Measurement range: 15 - 205 cm

• Division: 1mm

• Diameter: 70 mm

• Height: 28 mm

• Weight of device: about 75 g

• Function: WHR calculator
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seca 213
Mobile stadiometer for 
measuring height

• Simple and easy to set up  

 – no wall fastening necessary.

• Large floor plate ensures  

 stability.

• Result clearly visible while  

 measuring.

• Convenient and easy  

 to transport.

new



Simple and quick to set up 
– no wall fastening required.

The measuring rod seca 213 which can be 

dismantled into several pieces can be set up 

easily and quickly. It is mounted on the fl oor 

plate in no time at all. Further assembly, e.g. 

by means of a wall fastening, is no longer 

necessary.

Convenient and easy 
to transport.

Practical: the stadiometer seca 213 is easy 

to take anywhere not only because it can be 

dismantled in no time at all but also because 

it has a practical, integrated handle.

Flexible positioning due 
to large fl oor plate.

The stadiometer seca 213 can be used 

anywhere because the large fl oor plate pro-

vides the necessary stability. The stadiome-

ter seca 213 is therefore the ideal piece of 

equipment for all those who require reliable 

measuring instruments at frequently changing 

locations.

seca 213 

Technical Data

• Measuring range: 20 – 205 cm / 8 – 81"

• Graduation: 1 mm / 1/8"

• Dimensions, stadiometer (WxHxD):  

 337 x 2,130 x 590 mm

• Dimensions, for transport (WxHxD): 

 337 x 177 x 624 mm

• Device weight: 2.4 kg

seca 213:
The convenient mobile method
of measuring height.

T he stadiometer seca 213 is especially suitable for mobile use, e.g. for measuring children 

and teenagers in the course of medical examinations in schools, for use by carers and health 

workers on the move. But it is also ideal for doctor’s surgeries and hospitals specialising in child 

and adolescent medicine. Furthermore, the seca 213 is suitable for measuring patients lying 

down. Once taken apart, the stadiometer is easy to transport anywhere.
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Precise reading of results.

Adjusting the smooth-running measuring slide 

is extremely easy due to the large head plate. 

A further helpful detail is that, as the scale is 

printed along the side of the measuring rod, it 

is easy to read off the result while measuring, 

thus guaranteeing precise results - up to a 

height of 205 cm.
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Integrated handle and secure catches on all 

individual parts for transport ease.

Carry case 412 for 

convenient transport. 

Large platform 

for stability. 

Two large windows and 

double-sided scale for 

easy readout.

seca ltd. •  Medical Scales and Measuring Systems  •  40 Barn Street Birmingham • B5 5QB, England • Phone 0121 643 9349 • Fax 0121 633 3403

E-mail sales@seca.co.uk • www.seca.com
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seca 217
Stadiometer for mobile 
height measurement 

• Parts fit together perfectly  

 for transport ease. 

• Spacer for additional stability. 

• Robust platform for  

 secure stance. 

• Adapter element seca 437  

 for connection to a flat scale. 

new



Fast and simple assembly  
without wall mounting.

The collapsible height measuring rod of the 

stadiometer seca 217 can be put together 

quickly and simply in just a few steps and  

attached to the stable platform. There’s no 

need to attach the rod to the wall. It’s easy  

to step onto the large base plate, which  

has no raised sides or edges. 

To meet the challenges  
of daily medical practice. 

The measuring rod can be taken apart in  

just a few steps and conveniently carried 

anywhere with the integrated handle. For 

stationary use the seca 437 adapter element 

joins the stadiometer to a flat scale, such  

as the seca 877. The result is a weighing  

and measuring station that has proven itself  

in routine clinical work – as expected from  

the world market leader for medical weighing 

and measuring.

Large base plate permits 
use anywhere.

The mobile stadiometer seca 217 can be 

used anywhere, thanks to its sturdy and large 

base plate. All the connections are very stable 

and the spacer between wall and rod prevent 

the rod from wobbling and trembling, move-

ments which impair measurement accuracy. 

All these features make this stadiometer the 

ideal tool for anyone who needs a reliable me-

asuring device for use at different locations.

seca 217 

Technical Data

• Measuring range: 20 – 205 cm / 8 – 81"

• Graduation: 1 mm / 1/8"

• Dimensions, stadiometer (WxHxD):   

 328 x 2,145 x 574 mm 

• Device weight: 3.6 kg

• Optional: adapter element seca 437 

seca 217:
Ideal solidity and stability. 

T he mobile stadiometer seca 217 is distinguished by its especially top-quality materials  

and a cleverly designed assembly system. The stability of this stadiometer is unmatched.  

It is particularly suited for use in doctors’ practices and hospitals and is easily carried to schools 

for medical examinations and to patients’ homes. When disassembled, the stadiometer can  

be conveniently transported to any location. p
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Precise reading of results.

The large and stable head piece ensures 

highly accurate results. It is made of a firm 

non-warping plastic that smoothly glides  

into place. Another well-designed detail is 

found in the two-sided scale on the rod  

which permits a readout of results during  

the measurement process and guarantees 

precise measuring up to a height of 205 cm.
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The seca 437 adapter element connects the 

stadiometer to a flat scale.

The spacer provides extra 

stability and ensures precise 

measurement results. 

The robust base  

plate guarantees  

a sturdy stance.

seca ltd. •  Medical Scales and Measuring Systems  •  40 Barn Street Birmingham • B5 5QB, England • Phone 0121 643 9349 • Fax 0121 633 3403

E-mail sales@seca.co.uk • www.seca.com
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seca 222
Mechanical telescopic 
measuring rod with large 
measuring range

• Telescopic measuring rod 

 with large measuring range.

• Specially developed for wall 

 mounting.

• Result easy to read-off even 

 for tall patients.



seca 222:
The measure of medical quality.

Precise data acquisition is the basis of all work with patients. The height measuring 
rod seca 222 therefore provides permanently reproducible results as it is made of 

hard-wearing hard aluminium or stable plastic. The abrasionproof measurement scale of 
this rod ensures that the result is easy to read in 1 mm increments even after frequent use. 
Adjusting the smooth-running measuring slides is extremely easy due to the large head 
positioner. This guarantees identical results again and again. Cm for cm.
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Telescopic function and 
attachable headpiece.

The telescoping function ensures that readings 
are always at eye level, for accurate readings 
regardless of the angle from which one looks. 
The seca 222 comes with an attachable head-
piece for accurate head adjustment. When not 
in use, the measuring slide can be folded down 
for safety.for safety.

The foot positioner ensures exact positioning and 
precise measurements.

seca 222 

Technical Data
• Measuring range: 6– 230 cm
• Graduation: 1 mm
• Dimensions/platform (WxHxD):
 308 x 2.320 x 286 mm
• Dimensions when folded (WxHxD):
 308 x 1,320 x 286 mm
• Weight: 1,1 kg

Mechanical telescopic 
measuring rod with large 
measuring range.

The seca 222 is specially designed for wall 
mounting. It is the classic seca height rod 
with a large measuring range of up to 230 cm 
and an additional heel positioner. Selected 
by thousands of nurses worldwide due to its 
accuracy and ease of use.
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seca 274 and seca 264
Two wireless stadiometers
for use anywhere or 
permanent wall installation 

• Network-capable with seca 

 360° wireless technology.

• For digital measuring of 

 small children and adults.

• Frankfurt Line for precise 

 positioning of head.

• White backlit LCD display 

 in headpiece.

• Stable glass platform with 

 integrated heel positioner 

 (seca 274).

• Non-slip rubber mat with heel 

 positioner (seca 264).

EMR-integrated

seca 274

seca 264



A stable basis – for precise 
measurements.

It’s all the same if you decide in favor of the 
wall-installed seca 264 or the free-standing 
seca 274 because both provide precise height 
measurement to the millimeter. Noteworthy 
features include the three-part measuring 
rod of high-quality aluminum and the robust 
headpiece, which glides smoothly along the 
rod. All the while the patient stands safe and 
secure – even with wet feet. 

A convenient basis –
for fast measuring.

The goal of accomplishing more in fewer 
steps is as important in medicine as in other 
fi elds. The stadiometers seca 274 and seca 
264 help make that possible. For example, 
the heel positioner and the seca Frankfurt 
Line on the headpiece ensure that the patient 
is in the right position and thereby contribute 
to obtaining accurate measurements. Height 
measurements can be read with a quick 
glance at the white backlit display on the 
headpiece. No matter if the patient is a small 
child or an adult – the height range from 
30 cm to 220 cm is greater than that of 
conventional height measuring instruments. 

seca 274 and seca 264 

Technical Data
• Measurement range: 30 – 220 cm
• Graduation: 1 mm
• Scale Dimensions (WxHxD): 
 434 x 2.394 x 466 mm (seca 274)
 428 x 2.318 x 474 mm (seca 264)
• Platform dimensions (WxHxD): 
 440 x 60 x 365 mm (seca 274)
 430 x 3 x 370 mm (seca 264)
• Weight of scales: 15 kg (seca 274), 
 5 kg (seca 264)
• Power supply: batteries
• Data transmission: seca 360° 
 wireless technology
• Functions: HOLD, user-defined zero setting,
 automatic switch-off, SEND/PRINT
• System compatible with: 360° wireless printer 
 advanced seca 466, 360° wireless printer 
 seca 465, software seca analytics 105,
 360° wireless USB adapter seca 456

The white backlit 
display on the headpiece
is very easy to read. 

Exact measurement 
results are guaranteed 
by precise positioning 
of the head made 
possible with the seca 
Frankfurt Line. 

The stable glass platform of the seca 274 with 
integrated heel positioner guarantees precise 
measurements and fi rm and safe footing. 

Patients can stand comfortably on the rubber 
mat of the seca 264 while the heel positioner 
makes sure those bare feet are in the right 
place on the platform.  

seca 274 and seca 264:
The new quality in height measuring is not only 
solid but also wireless and network-capable. 

A nyone looking for obvious benefi ts will fi nd them in the digital stadiometers seca 274 
(for use anywhere) and seca 264 (permanent wall installation). For instance, in the 

three-part measuring rod that is easy to assemble and fasten with screws. There is also 
the non-slip rubber mat (seca 264) or a sturdy glass platform (seca 274), white backlit displays 
in the headpiece and secure wireless transmission of measurements. Data can be transmitted 
to seca 360° wireless scales which can calculate the BMI from height and weight in just a 
few seconds. 

Paperless and error-free wireless 
transmission of measurements. 

With the seca 360° wireless technology the 
stadiometers seca 274 and seca 264 can transmit 
measurements to the optional seca 360° wireless 
printer. The combination of network-capable 
software seca analytics 105 and the USB wireless 
adapter seca 456 equip your PC to receive and 
analyze data and make all data available to an 
existing EMR (Electronic Medical Record) system. 
This capability makes the seca 274 and the 
seca 264 EMR-integrated and ready to handle 
electronic records and all the requirements 
the future will bring. More information about 
EMR-integrated devices is at www.seca.com

20
11

27
40

21
10

 
 W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 m
ak

e 
m

od
ifi c

at
io

ns
.

pr
od

uc
t s

he
et


se

ca
 2

74
 a

nd
 s

ec
a 

26
4

seca ltd. • 40 Barn Street • Birmingham • B5 5QB, England • phone 0121 643 9349 • fax 0121 633 3403 • e-mail sales@seca.co.uk • www.seca.com



More time to smile back

vvw 
vvw 

EMR
Integration

With digital measuring rod seca 234.

With analogue measuring rod seca 232 n.

Without measuring rod.

With digital measuring rod seca 234. 

With analogue measuring rod seca 232 n.

Without measuring rod.

Satisfi es every demand.
The EMR ready seca 336 i and seca 336 are optionally equipped 
with a measuring rod (digital or analogue).

Beyond its outstanding quality and convenient operation, the seca 336 i impresses users with wireless transmission of weight 
and length into an Electronic Medical Record (EMR) system. When equipped with the digital measuring rod seca 234 and a USB 
barcode scanner, the scale eliminates transcription errors and guarantees an effi cient measuring process. Instead of the EMR ready 
variant, medical staff can select the seca 336 (without Wi-Fi and USB port). The scale offers the same convenient operation and top 
quality and also works with an optional measuring rod. Both lightweight models are equipped with a handle for easy transport.  

• Capacity: 20 kg
• Graduation: 5 g < 10 kg > 10 g
• Functions: TARE, BMIF, HOLD, Auto-HOLD, 

auto weighing range switch-over, damping, 
automatic switch-off, confirm

• Optional: mobile carts seca 403 and seca 402, 
digital measuring rod seca 234,  
analogue measuring rod seca 232 n,  
power adapter, carrying case seca 428

• Capacity: 20 kg
• Graduation: 5 g < 10 kg > 10 g
• Functions: TARE, BMIF, HOLD, Auto-HOLD, 

auto weighing range switch-over, damping, 
automatic switch-off, SEND/PRINT, Confirm, Wi-Fi

• Optional: mobile carts seca 403 and seca 402, 
digital measuring rod seca 234, analogue measuring 
rod seca 232 n, carrying case seca 428

• Ports: USB barcode scanner *

 Compatible with all EMR systems
 and EMR ready seca products.

seca 336 i
EMR ready baby scale 
with Wi-Fi function 

seca 336
Electronic baby scale 

new optimised 
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The availability of the Integration Services can 
vary depending on the project. Please contact 
us to plan your integration project. 

Please call Mondays to Fridays between 
8.45 a.m. and 5.00 p.m. For all other 
seca products and services too. 

seca 336 i – Weigh, measure, transmit. 
The new EMR ready baby scale from seca.

Digital measuring rod
Measurements are 
highly legible on the 
integrated, illuminated 
LCD display.

Adjustment knob
The ergonomically 
shaped adjustment 
knob simplifi es length 
measurement and 
prevents the rod from 
tilting. 

User and patient 
identifi cation 
Barcode scanner can 
be connected to 
the USB port on the 
scale to allow optional 
user and patient 
identifi cation.

LCD display
Easy-to-read, illumi-
nated LCD display. 
With the quick press 
of a key, weight and 
length are transmitted 
to the EMR system.   

‣ The precise baby scale seca 336  i with digital measuring rod is technically equipped to meet usersʼ ever-

increasing demands. The EMR ready scale transmits weight and length directly into the EMR (Electronic Medical 

Record) and thus eliminates manual transcription errors. With routine work simplified by integrated Wi-Fi 

technology, the digital measuring rod and the possibility of user and patient identification, medical staff have 

more time to care for the little patients. A basic version (seca 336) is available in addition to the EMR ready 

variant seca 336 i. 

Workfl ow example

User identifi cation Patient identifi cation Measure lengthWeigh baby All measurements are 
immediately available in 
the EMR

Transmit weight, length and patient 
ID wirelessly to an EMR system.

smileback.seca.com

For further advice:  0121 643 9349

EMR
Integration



seca 336 i
EMR ready baby scale 
with Wi-Fi function 

• Completely EMR ready with Wi-Fi technology.

• Flat cradle.

• Highly legible, illuminated LCD display.

• USB port to connect barcode scanner for patient identification.

• Optional digital measuring rod seca 234 or 

analogue measuring rod seca 232 n.
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Convenient operation and 
easy-to-read LCD display.

The spacious, fl at cradle gives baby comfort and 
security. With the little one comfortably positioned 
on the cradle, the length measurement can be 
carried out quickly and precisely. Larger babies 
or small children can sit while being weighed. The 
measurement is shown on the brightly lit LCD 
display, where it remains for up to two minutes.

seca 336 i:
Fully integrated weighing and measuring 
prevents errors.

A faster measuring process is 
more pleasant for the baby. 

The seca 336 i is equipped with a special damping 
system that delivers exact measurements immedia-
tely even when baby is restless. Combined with the 
optional digital measuring rod seca 234, the scale 
lets you measure weight and length in one step. 
When the scale is integrated in the EMR system, 
the work process is decisively improved. The 
measuring rod seca 232 n also remains available. 

The baby scale for the 
digital future. 

The seca 336 i shows how work processes in 
paediatrics can be improved and made more 
effi cient. The scale is equipped with a USB port 
to which a barcode scanner can be connec-
ted. Newborns and babies are unmistakably 
identifi ed and their measurements are transmitted 
wirelessly and immediately without errors into an 
EMR system. 

Easy-to-read, illuminated LCD display. With a quick press of

a key, weight and length are transmitted to the EMR system.  

The digital measuring rod simplifi es the measuring pro-

cess with its large display and transmission function.

The barcode scanner can be connected directly to the 

scale via the USB port for optional user and patient identifi -

cation purposes.

‣ When you want to further develop a baby scale, you have to look at the whole 
context. How can work processes be improved and how can a scale be ideally 
integrated in the work environment? The seca 336 i makes a good impression 
with its outstanding quality and simple operation. The truly critical step into the 
digital future is made possible by the scaleʼs readiness for immediate integration 
into Electronic Medical Record (EMR) systems.

• Capacity: 20 kg
• Graduation: 5 g < 10 kg > 10 g
• Dimensions (WxHxD): 650 x 110 x 308 mm
• Weight: 3.7 kg
• Functions: TARE, BMIF, HOLD, Auto-

HOLD, auto weighing range switch-over, 
damping, automatic switch-off, 
SEND/PRINT, Confirm, Wi-Fi

• Power supply: Batteries, 
optional mains adapter

• Approval class: 
• Ports: USB bar code scanner 
• Optional: mobile carts seca 403 and 

seca 402, digital measuring rod 
seca 234, analogue measuring rod 
seca 232 n, carrying case seca 428

 Compatible with all EMR systems and 
 EMR ready seca products.

Technical Data
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seca 336
Electronic baby scale 

• Handy and light for mobile medical use.

• Flat cradle.

• Highly legible, illuminated LCD display.

• Optional digital measuring rod seca 234 or 

analogue measuring rod seca 232 n.
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Convenient operation and  
easy-to-read LCD display.

The spacious, flat cradle gives baby comfort and 
security. With the little one comfortably positioned 
on the cradle, the length measurement can be 
carried out quickly and precisely. Larger babies 
or small children can sit while being weighed. The 
measurement is shown on the brightly lit LCD 
display, where it remains for up to two minutes.

seca 336:
High quality and convenient operation  
for fast, accurate results.

A faster measuring process is  
more pleasant for the baby.

The seca 336 is equipped with a special damping 
system that delivers exact measurements imme-
diately even when baby is restless. Combined 
with the optional measuring rod, either the digital 
seca 234 or analogue seca 232 n, the scale lets 
you measure weight and length in one step.

Lightweight and handy for  
mobile medical use.

Weighing just 3.7 kg, the scale is very lightweight 
in its class. The handle integrated on the side 
makes transport easy. Another practical aspect 
is its flat and space-saving shape, which fits into 
the drawer of a changing table. For mobile use 
the scale is safely transported in the optionally 
available carrying case seca 428. 

With or without measuring rod, the seca 336 is suitable 

for transport, thanks to the handle and its own low 

weight.

Easy-to-read, illuminated LCD display. The digital measuring rod with a clear display simplifies 

the measuring process.

‣ Modern technology is helpful only if it works in practice. The electronic baby 
scale seca 336 has all the features needed to ease the everyday workload in 
medical practices and hospitals. Simple to use, mobile and durable, the scale 
satisfies all the requirements of an ideal scale in paediatrics.

• Capacity: 20 kg
• Graduation: 5 g < 10 kg > 10 g
• Dimensions (WxHxD): 650 x 110 x 308 mm
• Weight: 3.7 kg
• Functions: TARE, BMIF, HOLD, Auto-HOLD, 

auto weighing range switch-over, damping, 
automatic switch-off, Confirm

• Optional: mobile carts seca 403 and  
seca 402, digital measuring rod seca 234, 
analogue measuring rod seca 232 n,  
switch-mode mains adapter seca 400, 
carrying case seca 428

Technical Data

seca ltd. • 40 Barn Street • Birmingham • B5 5QB • England • phone 0121 643 9349 • fax 0121 633 3403 • info.uk@seca.com • www.seca.com
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seca 376
Wireless baby scale 
with extra large 
weighing tray 

• Extra large and ergonomic  

 tray for safe weighing.

• Optional measuring rod 

 seca 233 expands scale 

 into a measuring station.

• Network-capable with 

 seca 360° wireless technology.

• Adjustable damping.

• High-quality seca scale technology

 with fine 5-gram graduation.

• TARE, HOLD, auto-HOLD and  

 BMIF for extra convenience. 
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EMR-integrated



The shell-shaped tray 
guarantees safety.

The seca 376 holds babies safely and 
comfortably in the shell-shaped weighing 
tray, whose ergonomic form was designed 
especially with the weighing of infants in mind. 
The slightly raised sides make the baby feel 
safe and secure and prevent the baby from 
slipping off the scale. 

TARE, HOLD and BMIF speed 
up the weighing process.

The seca 376 makes it easy for you to work 
fast: with prolonged pressing of the TARE 
key, you can calculate the baby’s weight 
minus diaper or soft mat. With the BMIF 
(Breast-Milk-Intake Function) menu selection, 
you can see how much milk a breast-feeding 
baby has consumed. You want to take care 
of the baby and then read the results? 
No problem, thanks to the HOLD key. And if 
desired, the auto-HOLD can be activated via 
the menu.

An optional measuring rod 
for simultaneous weighing 
and measuring.

Another time-saving benefi t of the 
seca 376 comes from the optionally 
available measuring rod seca 233, which 
lets you weigh and measure in just one 
step. Of course with proven seca quality.

Paperless and error-free wireless 
transmission of measurements.

With the seca 360° wireless technology the 
seca 376 can transmit measurements to the 
optional seca 360° wireless printer. With the 
network-capable software seca analytics 105 
and wireless USB adapter seca 456, your PC 
can receive and analyze measurements and 
forward them to an Electronic Medical Records 
(EMR) system. Thus the seca 376 is EMR-
integrated and ready to handle digital patient 
records and all the demands the future will bring. 
More information about EMR integration is at 
www.seca.com

seca 376 

Technical Data 
• Capacity: 20 kg
• Graduation: 5 g < 7.5 kg > 10 g
• Dimensions (WxHxD): 620 x 190 x 358 mm 
• Dimensions of weighing surface (WxHxD):  
 615 x 130 x 275 mm 
• Weight: 3.7 kg
• Power supply: 
 Batteries / mains adapter (optional)
• Data transmission: wireless technology 
 seca 360° wireless
• Functions: TARE, BMIF, auto-HOLD, 
 auto-CLEAR, weighing range switch-over, 
 adjustable damping, RESET, automatic 
 switch-off, SEND/PRINT
• Optional: head and foot positioners seca 418,  
 measuring rod seca 233, switch-mode mains 
 adapter seca 400
• Calibration class: 
• System compatible with: 360° wireless 
 printer advanced seca 466, 360° wireless 
 printer seca 465, software seca analytics 105,  
 360° wireless USB adapter seca 456

With the seca 360° wireless technology, just the 
press of a button sends measurement results 
from the seca 376 to an optional seca wireless 
printer or to the seca software on your PC.

seca 376:
Restless baby? Not a problem!

Ergonomic, convenient and time-saving. Those are the keywords for 
seca 376. Its extra large tray lets you weigh a toddler of up 

to 20 kg. The adjustable damping function together with the HOLD key 
makes sure you get fast and accurate measurements. Even time-consuming 
handwritten recordkeeping is a thing of the past, thanks to the seca 360° wireless 
technology. Now – if you like – the scale can send results wirelessly to the 
seca 360° wireless printer or to the software seca analytics 105 on your PC.

With the optional measuring rod seca 233, 
the seca 376 becomes a complete weighing 
and measuring station. 

The raised sides of the 
weighing tray guarantee 
that babies cannot slip off 
the scale. 
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seca 384
Digital baby scale,  
also ideal as floor scale 
for children 

• Baby scale and floor scale  

 for children in one.

• Weighing tray easy to detach  

 from base.

• Breast-Milk-Intake-Function.

• Mobile and robust  

 for transport.



Baby scale and fl oor scale 
for children in one.

Babies can be weighed safely and comfor-

tably in the tray of the seca 384. The rounded 

shape of the tray with its slightly raised 

sides gives the baby a feeling of security. By 

detaching the tray from the base, the scale 

is converted into a fully functional digital fl oor 

scale with a capacity of 20 kg.

Very safe due to secure
attachment of tray.

In no time at all, the baby scale can be 

converted into a fl oor scale: pressing a button 

unfastens the mechanism attaching the tray 

to the base. When locked, this secure attach-

ment ensures that the baby scale is easy to 

lift and safe to transport.

Easy to operate due to self-
explanatory button functions.

The seca 384 is easy to operate due to its in-

tuitive operating concept with self-explanatory 

buttons. The HOLD function means that, after 

being weighed, the baby can fi rst be taken 

care of before one has to read off the result. 

With the TARE function, the weight of nappies 

or soft mats can be reliably deducted. With 

the Breast-Milk-Intake-Function, one can 

determine how much milk the baby has taken 

when breast fed. Because, at the touch of a 

button, the weight of the baby determined 

before feeding is deducted from the weight 

determined after feeding.

seca 384 

Technical Data

• Capacity: 20 kg

• Graduation: 10 g < 10 kg > 20 g

• Dimensions (WxHxD): 

 552 x 162 x 362 mm

• Weight: 2.7 kg

• Power supply: Batteries

• Functions: automatic switch-off, 

 TARE, HOLD, BMIF, 

 weighing range switch-over

• Optional: Carry case seca 413

• Approval class: 

The weighing tray can be removed quickly and easily 

at the touch of a button.

seca 384:
Convertible and robust – 
compact quality with dual purpose.

A t home, in the surgery and around the world wherever life begins: reliable 

weight control is decisive for a healthy start in life. The seca 384 is an all-

rounder which has been developed on the basis of practical experience. It can 

be used not only as a baby scale but also as a fl oor scale for small children.
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Mobile and robust for transport.

Its compact, robust construction predestined 

the seca 384 as the scale for all those who 

have to be mobile in the interest of the health 

of their youngest patients. The power-saving 

battery operation – up to 20,000 weighings 

with just one set of batteries – makes the 

scale independent of electricity power supply.

20
11

38
40

20
-0

9
W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 m
ak

e 
m

od
ifi 

ca
tio

ns
.

seca 413
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• Weighing range up to 300 kg

• Cable remote display

• Integrated BMI-function

seca 635
Platform and
bariatric scale 



Weighing range up to 300 kg

The battery operated digital scale seca 635
has been especially developed for weighing
adipose patients. With a capacity of up to 
300 kg, it is a sturdy basis for heavyweight 
and corpulent (e.g. pregnant) patients.

Generous platform size

The low platform profi le reduces patient effort
and risk when stepping on the scale. As
the 24 x 24 inch platform is almost twice as
large as that of a normal scale, a chair may
also be placed on the scale for weighing a
patient. With the pre-TARE function, the
weight of a chair or standing aid can simply
be tared away. Up to 3 TARE weights 
(e.g. chair weights) can be stored.

Cable remote display shows fi ne
graduation

The result is shown on the cable remote
display in easy to read LCD numerals. The
display can be mounted on a wall at eye
level, placed on a table or on the optional
mobile stand seca 472. The 200 gramm
graduation means that even the smallest
changes in weight are registered – and,
thanks to the HOLD function, also after the
patient has left the scale. The scale has an
economy mode which means that it switches
off automatically when it is in rechargeable
battery operation.

Integrated BMI-function

Experts predict that, by the year 2040, half
of the world population will have a BMI of
over 30 kg/m which means obesity. Here
the seca 635 with its integrated BMI function
helps to evaluate the nutritional condition
and makes early action possible.

seca 635
Technical Data
• Capacity: 300 kg
• Graduation: 100 g < 200 kg > 200 g
• Scale dimensions (WxHxD):
 640 x 55 x 600 mm
• Platform dimensions (WxHxD):
 560 x 55 x 560 mm
• Weight of scales: 14,4 kg 
• Power supply: Batteries,
 A/C UL adapter optional
• Cable lenght: 2,30 m
• Functions: Automatic switch-off, pre-TARE with 
 3 memory cells,TARE, HOLD, BMI, damping, 
 lbs/kg/sts switch-over
• Optional: RS232 adapter set seca 460,
 stand for cable remote display seca 472,
 Power adapter seca 447

The patient‘s BMI
can be determined
when his height is
entered.

seca 635:
The comfort solution for special purposes

Obesity and its consequential illnesses are the fastest growing health problems 
in the world. Regular weight control is absolutely necessary for diagnosis and 

therapy – after all, even the smallest reductions in weight can considerably reduce 
the risk of consequential illnesses. To accommodate the special requirements when 
weighing obese patients, seca has developed this special platform and bariatric 
scale. This scale meets the justifi ed demands of doctors, nurses and, of course, the 
patients. It is also suitable for weighing normal-weight persons and, with the dam-
ping function, for weighing restless patients in everyday hectic medical life.
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Stand for cable remote 
displays of seca scales 
and measuring rods.
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seca 757
Electronic Baby Scales 
with Damping System  

• Integrated RS232 interface. 

 For reliable data transmission.

• Damping system. For precise 

 weighing of restless infants. 

• Ergonomically-shaped tray. 

 For safe and secure 

 placement of the baby.

• Large LED numerals. 

 For easy read-out.

• HOLD function. For 

 prolonged display of results.

• Integrated RS232 interface. 

 For reliable data transmission.



The damping system ensures 
precise measurements.

A baby can certainly be fi dgety at times. 
And that’s allowed on the seca 757. It does 
not matter if the baby’s weight is in the middle 
of the tray or if the baby moves a little bit, a 
lot or not at all – the highly sensitive weighing 
technology with a special damping function 
makes sure that the movements are equalized. 
The scale delivers precise measurements 
even when the baby is not as quiet as a 
mouse, leaving medical staff to concentrate 
completely on the weighing process. 

The tray ensures baby‘s safety. 

The large weighing tray makes the baby 
feel safe and secure. It is made of a special 
synthetic material that quickly takes on body 
warmth and gives baby a feeling of comfort. 
In addition, the ample size of the scale allows 
small children of up to 15 kilograms to be 
weighed in a seated position. The child’s 
weight in large and bright LED numbers 
can be kept in the display with use of the 
HOLD function. Medical staff can then 
take care of the baby before reading and 
recording the weight. 

seca 757 

Technical Data
• Capacity: 15 kg
• Graduation: 5 g 
•  Dimensions (WxHxD): 
 551 x 151 x 320 mm 
•  Weight: 7,1 kg 
•  Power supply: Mains adapter / batteries
• Functions: TARE, HOLD,
 Automatic switch-off, HOLD 
 RS232 interface
•  Optional: Interface cable seca 451, 
 carrying case seca 425
• Approval class:

 


seca 757:
Paediatric results rely on weight. 

S  eca’s goal is to make routine work easier for doctors, nurses and other 
caregivers. That’s obvious in the seca 757, which can be operated via a 

power cable or rechargeable batteries. In addition, it boasts state-of-the-art 
weighing technology and a special damping system for fast, safe and precise 
weighing. Even when things turn lively in the children’s ward. 

The interface guarantees 
reliable data transmission to a PC. 

The RS232 interface, the conventional 
connection in the computer world, is used 
for data exchange between scale and PC. 
As the standard interface, it saves users from 
having to carry out complicated adjustment 
and compatibility procedures. Options include 
the interface cable seca 451 and the seca 425 
case, equipped with castors for the convenient 
transport of the seca 757 and for other baby 
scales, including the seca 717 and seca 745. 
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Thanks to its outstanding 
precision, this scale is 
especially suited for use 
in intensive care.

The damping function delivers precise measurements 
even if the baby moves.

Can be operated by battery or mains adapter.

seca ltd. • 40 Barn Street • Birmingham • B5 5QB, England • phone 0121 643 9349 • fax 0121 633 3403 • e-mail sales@seca.co.uk • www.seca.com
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• Large platform

 for high stability.

• Lightweight and easy to 

 transport with optional 

 carrying case.

• Longlife battery operation 

 for ease of use.

seca 875
Flat scales for
mobile use 



Light but stable.

The base is made of a mixture of ABS
plastics and Plexiglas. This combination
guarantees a material with outstanding
surface hardness and impact strength.
Furthermore, it is easy to clean with
any commercially available disinfectant.
Additional steel elements in the base
make sure that persons up to 200 kg
can weigh themselves easily.

Light but impact resistant.

ABS plastics and Plexiglas are not
only very stable but are also especially
light, a quality that is important for those
interested in mobile use of the seca 875.
Just as important for use away from
home is the large leveling base which
allows the scale to be positioned without
any trouble regardless of the surface
underneath it. It’s easy to step onto the
scale, thanks to the fl at construction
and slip-resistant standing surface.

The scale is easy to operate even with
the display and operating elements
integrated in the base. Just a light tap
of the toe on the scale surface turns on
the scale. 

seca 875
Technical Data
• Weight capacity: 200 kg
• Scale division: 200 g
• Scale dimensions (WxHxD):
 288 x 60 x 278 mm
• Weight of scales: 4,2 kg
• Power: batteries
• Tap-on automatic for switching ON
• Optional: stadiometer seca 217 combined
 with adapter element seca 437, carrying 
 case seca 414 (for combination with 
 stadiometer and adapter element) and 
 seca 421 carry case
• Calibration class: 

Flat construction and slip-resistant surface for a comfortable foothold.

Large display for easy reading.

seca 875:
A lightweight for heavyweight use.

In the seca 875 you’ve found the right solution if you’re looking 
for a lightweight scale that’s stable, compact and easy to clean.

Large leveling base
on the bottom of
the scale for safe
placement.
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Tap-on function for weighing without turning on 
the scales. 
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Flat construction and slip-resistant surface for a comfortable foothold.

seca ltd. •  Medical Scales and Measuring Systems • 40 Barn Street Birmingham • B5 5QB, England • Phone 0121 643 9349 • Fax 0121 633 3403
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• Mother-Child function

 for trouble-free weighing

 of small children.

• Large leveling base

 for high stability.

• Easy to transport – scale

 itself weighs only 4,2 kg.

• Battery power for sites

 without electrical outlets.

seca 877
Flat scales for
mobile use 



Light but stable.

The base is made of a mixture of ABS
plastics and Plexiglas. This combination
guarantees a material with outstanding
surface hardness and impact strength.
Furthermore, it is easy to clean with
any commercially available disinfectant.
Additional steel elements in the base
make sure that persons up to 200 kg
can weigh themselves easily.

Light but impact resistant.

ABS plastics and Plexiglas are not
only very stable but are also especially
light, a quality that is important for those
interested in mobile use of the seca 877.
Just as important for use away from
home is the large leveling base which
allows the scale to be positioned without
any trouble regardless of the surface
underneath it. It‘s easy to step onto the
scale, thanks to the fl at construction
and slip-proof standing surface.

Light, but with
Mother-Child function.

The scale is easy to operate even with
the display and operating elements
integrated in the base. Just a light tap
of the toe on the scale surface turns on
the scale. Infants and small children
can be easily weighed while being held
by the mother. All she has to do is weigh
herself separately fi rst. Then the Mother-
Child function ascertains the tare of
the weight.

seca 877
Technical Data
• Weight capacity: 200 kg
• Scale division: 100g < 150 kg > 200 g
• Scale dimensions (WxHxD):
 288 x 60 x 278 mm
• Weight of scales: about 4,2 kg
• Power: batteries
• Functions: 2 in 1 (Mother-Child
 function), Tip-on automatic
 for switching ON and OFF
• Optional: stadiometer seca 217 
 combined with adapter element 
 seca 437, carrying case seca 414 
 (for combination with stadiometer 
 and adapter element) and seca 421
• Calibration class: 

Flat construction and slip-proof surface for a comfortable foothold.

Large display for easy reading.

seca 877:
A lightweight for heavyweight use.

In the seca 877 you‘ve found the right solution if you‘re looking
for a lightweight scale (only 4.2 kg) that‘s stable, compact, easy

to clean and equipped with a Mother-Child function.

Large leveling base
on the bottom of
the scale for safe
placement.
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Tip-on function for weighing without turning on the 
scales. 

seca gmbh & co. kg • Hammer Steindamm 9 – 25 • 22089 Hamburg • Phone +49 40 20 00 00 0 • Fax +49 40 20 00 00 50 • www.seca.com

pr
od

uc
t s

he
et


se

ca
 8

77



seca 878 dr
Its name speaks for itself: 
the seca doctor scale  pr
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• User-friendly, specially  

 designed for use in  

 medical practices.

• Impressive long service life.  

 Robust quality production  

 with an innovative design. 

• Double facing display  

 for ease of reading from  

 various positions.

• Customised label for  

 personalisation such as  

 clinicians, the practices’  

 or departments name  

 available.

Get started now!
Customise your label today at
www.seca.com/doctorscale

new



The custom label serves 
to provide individual 
personalisation.

The fl at construction and non-slip tread make it stable and comfortable to 
step onto.

seca 878 dr:
Robust scale with an appealing design.

The doctor scale seca 878 dr is specially designed for use in medical practi-
ces. Equipped with an LCD display that is readable from two directions and 

the comfortable foot switch makes this fl at scale an ideal tool for any medical 
facility. It is light enough that it can be used in multiple examination rooms and 
robust enough that its performance capability can be enjoyed for years. It is a 
true seca quality product.

Precise results.

A modern medical device like the seca 878 dr 
cannot be compared with a conventional per-
sonal scale. The specially developed doctor 
scale is subject to the strictest requirements 
during its production process, has a user-
friendly design, and delivers reliably precise 
data. A special extra feature is the more than 
impressive price-performance ratio.

Individually personalised.*

A good name is earned through quality and 
modern functionality. That is why the seca 878 dr 
has been labelled the “doctor scale”. It indica-
tes the value of the product while refl ecting the 
professionalism of the user. The label gives users 
certainty about the precision of the measured va-
lues and can be personalised. Further information 
can be found at www.seca.com/doctorscale.

Helpful functional diversity.

The LCD display that is readable from two 
different directions is the optimal solution for 
monitoring measured values. The buttons on 
the front for switching it on and off can be 
easily operated by foot. It is also possible to 
weigh infants stress-free using the mother/
child-function. These features combined with 
a compact and modern design make the 
seca 878  dr the ideal doctor scale.
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seca 878 dr 

Technical data
• Capacity: 200 kg 
• Graduation: 100 g < 150 kg > 200 g
• Dimensions (WxHxD): 321 x 61 x 361 mm
• Platform dimensions (WxHxD): 288 x 60 x 280 mm
• Weight: 4.1 kg
• Power supply: Batteries, power adapter (optional)
• Functions: Mother/child-function,
 HOLD, automatic switch-off
• Approval class: 
• Optional: Personalised label seca 478

The two buttons on the front side of the scale 
can be easily operated by foot.
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You can also 
access the 
website via this 
QR code:

pr
od

uc
t s

he
et

  
 s

ec
a 

87
8 

dr

seca ltd. • 40 Barn Street • Birmingham • B5 5QB • England • phone 0121 643 9349 • fax 0121 633 3403 • info.uk@seca.com • www.seca.com



p
ro

d
uc

t 
sh

ee
t 

 
 s

e
c

a
 8

99

• Lightweight and Portable.

• Cable remote control and 

 display for discreet weighing.

• Easy-to-read 20-millimeter-

 high LCD figures.

• BMI function to determine 

 nutritional status.

seca 899
School nurse scale with 
cable remote display 

Recommended by the Child Growth Foundation



Read the display while at 
your desk.

The seca 899 makes your work easy. Simply 

place the display on your desk and the scale 

in front. It‘s also easy to read the results since 

the tilt angle of the display is adjustable. This 

fulfi lls the essential requirement for discreet 

weighing of Children under Department of 

Health guidelines.

Stability even on 
problematic surfaces.

An especially large leveling base gives the 

seca 899 great stability. The display and 

operating element is easy-to-use with an 

self-explanatory keyboard. Storage is also 

effortless, thanks to its compact dimensions 

and light weight.

Measuring with all 
essential functions.

The seca 899 has several convenient func-

tions required in routine medical practice: 

BMI to determine nutritional status, HOLD to 

keep the measurement results in the display, 

TARE function, e.g., to weigh a small child 

held in a parent‘s arms.

seca 899 

Technical Data

• Weight capacity: 200 kg

• Scale division: 100 g < 150 kg > 200 g

• Scale dimensions (WxHxD):

 321 x 59 x 356 mm

• Display dimensions (WxHxD):

 205 x 75 x 48 mm

• Weight: 4.3 kg

• Power: Standard AA longlife batteries, 

 optional mains power unit

• Cable length: 2 m

• Functions: BMI, TARE, HOLD, 

 automatic switch off

• Optional: Carry case seca 421, 

 mains adapter seca 400 

• Medically approved: 
• seca 899 unit price: £215 + V.A.T

• seca 421 unit price: £25 + V.A.T

Adjustable tilt angle for convienient handheld, desk 

or wall use. 

Compact design and light weight for great carrying 

comfort and universal usage.

seca 899:
What was dif� cult is now easy.

T he seca 899 is exactly right for those looking for a scale 

with practical cable remote display and a handle for fl exible use. 

This scale has many functions that make life easier. Its simple to use 

and easy to clean.
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held in a parent‘s arms.

seca 421 carry case.
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seca 955
Digital chair scale 
with swivelling arm 
and foot rests 

• Patients easy to move from 

 bed to chair due to swivelling 

 arm and foot rests. 

• Fine 50-gram graduation and

 high capacity of up to 250 kg.

• Smooth running wheels. 

• BMI function. 

• Clear control element. 

• Including carrying case for 

 mains adapter. 
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Precise results for all cases.

As the zero point of the weighing function 
can change due to external infl uences – es-
pecially in the case of such a highly sensitive 
scale, it is automatically checked and aligned 
electronically once every second. And to 
ensure that the seca 955 determines the 
precise weight of restless patients, it is fi tted 
with an effective damping system. An ad-
ditional function: the BMI value and therefore 
the nutritional condition of the person weighed 
can be ascertained automatically at the push 
of a button.

Swivelling arm and foot rests 
for easy transfer to scale.

Consideration and comfort – these are 
particularly prominent aspects of this stable 
model with its circular steel tube frame. The 
armrests which can be folded back make a
unimpeded transfer of the patient from chair 
or bed to the chair scale possible. The foot 
rests can be folded upwards and pushed 
under the seat. The lockable rear wheels en-
sure that it is safe to sit down and stand up.

Effortless mobility.

The seca 955 has four smooth running pivot-
ing wheels making use possible even in the 
narrowest of spaces.

seca 955 

Technical Data
• Capacity: 250 kg
• Graduation: 50 g < 150 kg > 100 g
• Dimensions (WxHxD): 
 563 x 906 x 970 mm
• Weight: 24.5 kg
• Power supply: 
 Mains adapter / Batteries
• Functions: TARE, HOLD,
 BMI, automatic switch-off
• Approval class: 

seca 955:
Consideration, comfort and safety.

H ow can one weigh bedridden patients or people with an impaired sense 
of balance as gently as possible? The answer is a seca chair scale as this 

can be positioned directly next to the patient, saving the patient – and the carer 
– unnecessary effort. 
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To make sitting down 
and standing up easier, 
the arm and footrests 
can be folded away.

The ergonomically shaped handles let you
push or pull the chair scale in any direction.

Clearly laid out control element.

Positioned on the back of the chair scale 
seca 955 and thus easy to operate is the 
display and control element with its large LCD 
display. All clearly laid out functions are easy 
to control with four large keys. Practical: the 
carrying case seca 471 provided for storing 
the mains adapter directly on the scale.

To make sitting down 
and standing up easier, 
the arm and footrests 
can be folded away.

carrying case seca 471 provided for storing 
the mains adapter directly on the scale.
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seca 959
Wireless chair scales to 
weigh seated patients 

EMR integrated

• Patients easy to move from 

 bed to chair due to swivelling 

 arm and foot rests. 

• Smooth running wheels. 

• Fine 20-gram graduation and

 high capacity of up to 300 kg.

• BMI function.  

• Clear control element. 

• Including carrying case 

 for power adapter. 

• At the press of a button 

 measured results can 

 be transmitted wirelessly 

 to a seca wireless printer 

 or a PC.



seca 959:
Consideration, comfort and safety.

H ow can one weigh bedridden patients or people with an impaired sense 
of balance as gently as possible? The answer is a seca chair scale as this 

can be positioned directly next to the patient, saving the patient – and the carer 
– unnecessary effort. 

seca 959 

Technical Data
• Capacity: 300 kg
• Graduation: 20 g < 50 kg > 50 g < 150 kg > 100 g
• Dimensions (WxHxD): 563 x 906 x 970 mm
• Weight: 24.5 kg
• Power supply: Mains adapter / 
 rechargeable batteries
• Data transmission: 
 seca 360° wireless technology
• Functions: TARE, pre-TARE, HOLD, auto-HOLD,  
 BMI, auto-CLEAR, auto weighing range 
 switch-over, damping, automatic switch-off,  
 SEND/PRINT
• Approval class:

 


• System compatible with: 360° wireless printer 
 advanced seca 466, 360° wireless printer 
 seca 465, 360° wireless USB adapter
 seca 456, software seca analytics 105 and 
 seca emr flash 101

The ergonomically shaped handles let you push or 
pull the chair scale in any direction.

To make sitting down and standing up easier, 
the arm and footrests can be folded away.
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Precise results for all cases.

As the zero point of the weighing function 
can change due to external infl uences – 
especially in the case of such a highly sensi-
tive scale, it is automatically checked and 
aligned electronically once every second. 
And to ensure that the seca 959 determines 
the precise weight of restless patients, it is 
fi tted with an effective damping system. 
An additional function: the BMI value and 
therefore the nutritional condition of the 
person weighed can be ascertained auto-
matically at the push of a button. It’s fi ne 
graduation of 20 grams is particularly 
valuable in paediatrics, allowing small 
children who cannot yet stand on their 
own to be weighed while seated.

Swivelling arm and foot rests 
for easy transfer to scale.

Consideration and comfort – these are 
particularly prominent aspects of this stable 
model with its circular steel tube frame. The 
armrests which can be folded back make the 
unimpeded transfer of the patient from chair 
or bed to the chair scale possible. The foot 
rests can be folded upwards and pushed 
under the seat. The lockable rear wheels en-
sure that it is safe to sit down and stand up.

Effortless mobility.

The seca 959 has four smooth running 
pivoting wheels making use possible even 
in the narrowest of spaces.

Clearly laid out control element.

Positioned on the back of the chair scale 
seca 959 and thus easy to operate is the 
display and control element with its large LCD 
display. All clearly laid out functions are easy 
to control with four large keys. One version is 
fi tted with an interface on the bottom side of 
the display element so that the results can be 
transferred directly to a PC. Practical: the 
carrying case seca 471 provided for storing 
the power adapter directly on the scale.

Paperless and error-free wireless 
transmission of measurements.

With the seca 360° wireless technology the 
seca 959 can transmit measurements to 
the optional seca 360° wireless printer. With 
the network-capable software solutions seca 
analytics 105 or seca emr fl ash 101 and wireless 
USB adapter seca 456, your PC can receive and 
analyse measurements and forward them to an 
Electronic Medical Record (EMR) system. Thus 
the seca 959 is EMR integrated and ready to 
handle digital patient records and all the demands 
the future will bring. More information about EMR 
integration is at www.seca.com
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